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___________________________________________________
ADM Tronics Unlimited Inc. Emergency No:(201)767-6040
224 Pegasus Avenue Chemtrec Assistance: (800)424-9300
Northvale, NJ  07647
(201) 767-6040
__________________________________________________________________
THIS INFORMATION IS BELIEVED TO BE ACCURATE AND REPRESENTS THE BEST 
INFORMATION CURRENTLY AVAILABLE TO US.  HOWEVER, WE MAKE NO WARRANTY 
OF MERCHANTABILITY OR ANY OTHER WARRANTY,  EXPRESS OR IMPLIED, WITH 
RESPECT TO SUCH INFORMATION, AND WE ASSUME NO LIABILITY RESULTING FROM 
ITS USE.  USERS SHOULD MAKE THEIR OWN INVESTIGATIONS TO DETERMINE THE 
SUITABILITY OF THE INFORMATION FOR THEIR PARTICULAR PURPOSES.
___________________________________________________________________

SUBSTANCE IDENTIFICATIONSUBSTANCE IDENTIFICATION

SUBSTANCE:: AQUEOUS ADHESIVE                         CAS-NUMBER: NA
TRADE NAMES SYNONYMS: PROS-AIDE ADHESIVE
CHEMICAL FAMILY:  AQUEOUS ADHESIVE
MOLECULE FORMULA: NE
MOLECULAR WEIGHT: NE
CERCAL RATING (SCALE 0-3)  HEALTH=0   FIRE=0   REACTIVITY=0 

PERSISTENCE=0             
NFPA RATINGS (SCALE 0-4) HEALTH=1   FIRE=0   REACTIVITY=0
___________________________________________________________________

HAZARDOUS COMPONENTSHAZARDOUS COMPONENTS
COMPONENT: CAS # PERCENT

BENZYL ALCOHOL                          185532-71-2                >1 Trace Amount
___________________________________________________________________

TYPICAL PHYSICAL DATATYPICAL PHYSICAL DATA

DESCRIPTION: MILKY WHITE LIQUID              BOILING POINT: 212F
pH: 7.5                                                            FREEZING POINT: 32F
WATER SOLUBILITY: 100%                              ODOR: MILD FRAGRANCE
WEIGHT PER GALLON: 8.45                             SPECIFIC GRAVITY: 1.014  
SOLIDS(NON-VOLATILES): 50%                                                             

_________________________________________________

FIRE AND EXPLOSION DATAFIRE AND EXPLOSION DATA

FIRE AND EXPLOSION HAZARD: NA
FIREFIGHTER MEDIA: NA
FIREFIGHTING: NA
FLASH POINT: NA
EXPLOSIVE LIMIT: NA
AUTO IGNITION TEMPERATURE: NA
HAZARDOUS DECOMPOSITION PRODUCTS: NONE
_________________________________________________________________

TRANSPORTATION DATATRANSPORTATION DATA

CLASS 55 - ITEM 46030 - RESIN IN WATER SOLUTION.
DOT DESCRIPTION:  NON-HAZARDOUS LIQUID
RQ REPORTABLE QUANTITY:  NA
_________________________________________________________________

TOXICITYTOXICITY

ORAL  LD50 - NON-TOXIC - NA
_________________________________________________________________

HEALTH EFFECTS AND FIRST AIDHEALTH EFFECTS AND FIRST AID

INHALATION: NA

SKIN CONTACT:  NA

EYE CONTACT:  PROLONGED DIRECT CONTACT MAY BE IRRITATING.  IF 
SUCH DIRECT CONTACT WITH EYES OCCURS FLUSH WITH 
COPIOUS AMOUNTS OF WATER.  IF IRRITATION PERSISTS, SEE 
PHYSICIAN.

INGESTION:  IF INGESTED, CALL PHYSICIAN.
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___________________________________________________
REACTIVITYREACTIVITY

REACTIVITY: NA
INCOMPATIBILITIES: NONE
HAZARDOUS DECOMPOSITION: WILL NOT OCCUR
HAZARDOUS POLYMERIZATION:     WILL NOT OCCUR
CHEMICAL STABILITY:                       STABLE
___________________________________________________________________

DISPOSALDISPOSAL

OBSERVE ALL FEDERAL, STATE AND LOCAL REGULATIONS FOR DISPOSING 
OF THIS SUBSTANCE.

___________________________________________________________________

**STORAGE****STORAGE**

STORE IN A SEALED CONTAINER TO AVOID WATER EVAPORATION.
NO SPECIAL PRECAUTIONS NECESSARY.
KEEP FROM FREEZING.

********************************************************************************************************************************************************************
CONDITIONS TO AVOIDCONDITIONS TO AVOID

NONE
********************************************************************************************************************************************************************

SPILL AND LEAK PROCEDURESSPILL AND LEAK PROCEDURES

WET SURFACES WILL BE SLIPPERY.
DIKE AREA TO PREVENT RUN OFF.
PICK UP WITH MOP OR WET VACUUM.
SPREAD INERT MATERIAL LIKE VERMICULITE TO DRY AREA AND AVOID 

SLIPPERY CONDITION.

_________________________________________________
PROTECTIVE EQUIPMENTPROTECTIVE EQUIPMENT

VENTILATION: NA

RESPIRATOR: NA

CLOTHING: NA

GLOVES: NA

EYE PROTECTION: SPLASH GOGGLES

EMERGENCY WASH FACILITIES: EYE-WASH STATION

_________________________________________________________________

AUTHORIZED-ADM TRONICS UNLIMITED, INC.
CREATION DATE: 03/31/99           REVISION DATE:  10/05/07

-ADDITIONAL INFORMATION-
THIS INFORMATION IS BELIEVED TO BE ACCURATE AND REPRESENTS 

THE BEST INFORMATION CURRENTLY AVAILABLE TO US.  
HOWEVER, WE MAKE NO WARRANTY OF MERCHANTABILITY OR 

FITNESS FOR AN INTENDED USE OR ANY OTHER WARRANTY,  
EXPRESS OR IMPLIED, WITH RESPECT TO SUCH INFORMATION, 

AND WE ASSUME NO LIABILITY RESULTING FROM IT’S USE.  
USERS SHOULD MAKE THEIR OWN INVESTIGATIONS TO 

DETERMINE THE SUITABILITY OF THE INFORMATION FOR THEIR 
PARTICULAR PURPOSES.

ND=NOT DETERMINED; NA=NOT APPLICABLE;
NE=NOT ESTABLISHED


